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Specificatiion 
Cells Per Unit 
Voltage Per Uniìt 
Nominai Capacity 

Weight 

Internal Resistance 
Terminal 

Max. Discharg1e Curre,nt 

Short Circuit Current 
Design Liife 
Recommended Maximum Charging 
Current 

Reference Ca,pacity 

Standby Use Voltage 

Cycle Use Volìtage 

Operating Temperature Range 

Normai Operating Temperature Range 

Self Discharge 

Container Materiai 

6 

12 

14'Ah@20hour-rate t,J 1.75\/ per cell@25'C 

Approx. 3.85Kg (Tolerance±4.0%) 

Approx. 1 5 mo 

F1/F2 

140A(5 sec) 

640A 

10 years (Float charging) 

4.2A 

C3 1:0:5AH 
es 11.9AH 
C10 13.1'AH 
C20 14.:0AH 
13.7 v-13.9 v @ 2s·c 
Temperature Compensation: -3mVf'C/Cell 
14.6 v-14.8 v @ 2s·c 
Temperature Compensatio,n: -4mVf'C/Cell 
Discharge: -2o·c-60 'C 
Charge: o·c-so·c 
Storage: -20"C-60'C 

2sc±s e 
RMX tal1erìes can be slored for u, to E month, al 25'C 
and then recharging is recommended. Monthty 
Self-discharqe n:tic [5 less thar 3% al 25"C.Please 
èharge bat tene, before usìng. 

A.B.S. UL94-HB, UL94-VO Optional. 
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